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Verbrennungs- 



( 57 ) Abstract: The invention relates to a method for the selective absorption of oxygen from a gas mixture, preferably ambient air, 
^ into a liquid medium, followed by releasing of the oxygen so as to make it available in a concentrated form as a reaction partner for 
combustion or oxidation reactions, at least one ionic compound which is liquid at the respective processing temperature being used 
q asa medium. The inventive method is characterized in that a least one ionic liquid is used as a medium, which has great reversible 



oxygen absorbing capacity that is selective towards other gases, particularly nitrogen. 
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Veroffentlicht: 

— mit internationalem Recherchenbericht 



(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zur selektiven Absorption von Sauerstoff aus einem Gasgemisch, 
vorzugsweise Umgebungsluft, in ein flussiges Medium und anschliessenden Freisetzung des Sauerstoffs, urn ihn konzentriert als 
Reaktionspartner fiir Verbrennungs. bzw. Oxidationsreaktionen bereitzustellen, wobei als Medium zumindest eine bei der jeweili- 
gen Verfahrenstemperatur fliissige ionische Verbindung eingesetzt wird, dadurch gekennzeichnet, dass als Medium zumindest eine 
ionische Fliissigkeit mit hohem reversiblem und gegenuber anderen Gasen, insbesondere Stickstoff, selekrivem Sauerstoffaufnah- 
mevermogen eingesetzt wird. 



